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Civil Aeronautics Administration 

R E G U L A T I O N S O F T H E A D M I N I S T R A T O R 

PART 410 - - DELEGATION OPTION PROCEDURES FOR CERTIFICATION OF 

SMALL AIRPLANES, GLIDERS, ENGINES, AND PROPELLERS 

{Revised effective Nov. 2, 1956) 

P a r t 410 of the regulations of the Ad
minis t ra tor Is revised in its entirety to 
extend delegation option procedures to 
airplanes and gliders having less t h a n 
12,500 pounds maximum weight a n d 
small aircraft engines and propellers up 
to 1,000 cubic inches displacement. P r o 
visions have been made lor CAA par t ic i 
pat ion in prel iminary and flnal review 
of projects prior to certification. 

P a r t 410 appeared as a notice of p ro 
posed rule making in 21 P . R. 5508-5510 
on July 21, 1956. All interested persons 
have been afforded a n opportunity t o 
submit wri t ten views, data , or a rgument 
and consideration has been given all 
relevant da t a presented. 

P a r t 410 is adopted to read as follows: 
Subpart A—General 

Sec. 
410.1 Definition or terms. 
410.3 Basis and purpose. 

Subpart B—Delegation Option Authorization 
410.11 Application. 
410.13 Authorization. 
410.13 Eligibility. 
410.14 Designated manufacturer's certifica

tion representative (DMCR). 
410.15 Duration. 
410.16 Maintenance ct eligibility. 
410.17 Transfer. 
410 18 Inspections. 

5ubpdrt C—Delegation Option Procedure! 
410.31 Limits of applicability. 
410.32 Type certificates. 
410.33 Production certificates. 
410.34 Airworthiness certificates. 
410-35 Certificates of airworthiness for ex

port. 
410.30 Service difficulties, and noncom

pliance. 
41037 Maintenance, repair, and alteration 

of products. 
410.38 Data and records. 

ATTHOERRV: (!S 410.1 to 410.38 issued under 
sec. 205, 52 Stat. 984. as emended: 49 U. S. C. 
425. Interpret or apply sec. 603, 52 Stat. 1009. 
as amended, sec. 310, 64 Stat. 1O80; 49 U. S. C. 
6 0 3 . 460. 

SUBPART A—GENERAL 

§ 410.1 Definition of terms. As used 
In this p a r t : 

(a) "Adminis t ra tor" shall m e a n Ad
min i s t ra to r of Civil Aeronautics. 

tb) "CAA" shall mean Civil Aeronau
tics Administrat ion. 

(c) "DMCR" shall m e a n Designated 

Manufacturer ' s Certification Represent 
ative. 

<d) "Product" shall mean an a i rplane, 
a glider, a n aircraft engine, or propeller. 

(e) "Secre tary" shal l m e a n Secretary 
of Commerce. 

5 410.2 Basis and purpose, (a) Sec
t ion 603 of the Civil Aeronautics Act of 
1938 (52 Sta t . 1009; 49 U. S. C. 553) 
authorized the Civil Aeronautics Author
i ty to conduct inspections and tests 
necessary to the issuance of type, p r o 
duction, and airworthiness certificates, 
and to issue such certificates. Section 7 
of Reorganization Plan i n of 1940 (54 
S ta t . 1233) t ransferred the functions to 
the Administrator. Section 2 of R e 
organization Plan 5 of 1950 (15 P . R. 
3174) t ransferred the functions to the 
Secretary. Section 3 of Depar tment of 
Commerce Order 115 (15 P . R. 3195) r e -
t ransferred t h e functions t o the Ad
ministrator . Section 310 of the Civil 
Aeronautics Act of 193B (60 S ta t . 1070, 
49 V. S. C. 460) authorized the Secretary 
to delegate the functions to properly 
qualified pr ivate persons. Amendment 
7 to Depar tment of Commerce Order 86 
(16 F . R. 554) authorized t h e Adminis
t r a to r to exercise the powers vested in 
the Secretary by section 310 (a) of the 
Civil Aeronautics Act of 1938. 

(b) Under delegation option proce
dures, type, production, and a i rwor th i 
ness certification of airplanes and gliders 
having m a x i m u m weight of less t h a n 
12,500 lbs., and type and production cer 
tification of piston engines of less t h a n 
1,000 cubic inches displacement and p ro 
pellers for use on such engines, may be 
accomplished by manufacturers utilizing 
a DMCR. S tanda rd procedures will be 
used by manufac turers who a re no t eli
gible to use, or do not elect to use, the 
delegation option procedures. 

SUBPART B—DELEGATION OPTION 
AUTHORIZATION 

S 410.11 Application. Application for 
an authorizat ion from the Adminis t ra tor 
to use the delegation option procedures 
shal l conta in the information specified 
in appendix A 1 to th i s par t , and shall 
be submitted t o the CAA regional office 
for the region in which t h e manufac ture r 
Is located. 

{ 410.12 Authorization. TJnon receiv

ing a n application and finding t h a t t h e 
appl icant meets t h e eligibility require
ments , the Adminis t ra tor will issue a n 
author izat ion to the appl icant to use the 
delegation option procedures in accord
ance with the provisions of th i s par t . 
A sample authorizat ion is shown in a p 
pendix B 1 to th i s pa r t . 

,§410.13 Eligibility. To be eligible for 
a n authorizat ion to use the delegation 
option procedure, the appl icant shal l : 

<a) Hold a cur ren t type certificate u n 
der the same pa r t of the Civil Air Reg
ulat ions and a production certificate, 
issued to t h e applicant under t h e s t and
a rd procedure, 

(b) Employ a competent staff of engi
neering, flight test, production, and i n 
spection personnel adequate to main ta in 
compliance with the applicable certifi
cat ion requirements of Pa r t s 1, 3, 4a, 5, 
8, 13, and 14 of th is title, and 

(c) Have requested the appointment 
of an individual by the Administrator as 
a Designated Manufacturer ' s Certifica
t ion Representat ive in accordance wi th 
5 410.14. 

§ 410.14 Designated manufacturer's 
certification representative {DMCR), 
(a) A Designated Manufacturer ' s Cer
tification Representat ive is an individual 
who : 

(1) Holds a responsible position in a 
manufac ture r ' s organization with r e 
spect to the design and manufac ture of 
the per t inent product, 

12) Upon request by t h e m a n u f a c 
turer , has been issued a certificate by t h e 
Administrator , and has been listed on t h e 
delegation option authorizat ion issued to 
the manufacturer . 

(b) The Designated Manufacturer ' s 
Certification Representat ive may be r e 
placed by ano ther individual upon r e 
quest by the holder of the delegation 
option procedure authorizat ion and the 
listing of such replacing individual by 
the Administrator on the authorizat ion. 

(c) A DMCR will be furnished CAA ^ 
forms, and Instructions on the use 
thereof, under the delegation option 
procedures. 

5 410.15 Dura t ion . An authorizat ion 
to use the delegation option procedure 

'Not filed with the Federal Register Divi
sion. 
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shall remain in eSect for 1 year unless 
suspended, canceled, or revoked by the 
Administrator, An authorization may be 
renewed upon application li the Ad
minis t ra tor Mods the record o f the a p 
plicant to be satisfactory. 'See ! 410 16 • 
The holder of such authorizat ion sh^ll 
request the CAA to cancel It tf he r.o 
longer desires t o use the delegation op
tion procedure. 

§ 410.16 flfatnfenanee of eligibu't^. 
T h e holder of an authorizat ion to u*e 
the delegation option procedure sr^U 
continue to comply with the initial r e 
quirements for issuance. T o be eligible 
for renewal the holder mus t have a rec 
ord over the previous year which show.s 
hi: is competent, willing, and able t o 
t - r r y out the responsibilities delegated. 

5 410.17 Transfer, An authorizat ion 
to use the delegation option procedure 
is not transferable. 

5 410 18 Jn'pee (ions. At any t ime, 
upon reo'ie^t. the applicant for a delega
tion option procedure authorizat ion or 
the holder o f such authorizat ion shall 
permit authorized employees o f the Ad
minis t ra tor to inspect hi? organization, 
facilities, product, and ri;ord_i. 
SUBPAIT C—DEIEGATION O P T I O N P t O C E O U M S 

5 410.31 Limits of applicability 'a> 
T h e delegation option procedures shall 
be applied only to products which are 
manufac tured by the holder of a delega
tion option authorizat ion, and which: 

' 11 Are eligible for certification under 
the type, production, and airworthiness 
requirements of Pa r t s 1, 3. 4a. 5. 8. 13. or 
14 of this title, and 

12' Are airplanes o: gliders having a 
max imum weight of less t h a n 12.500 
pounds, or 

i3i Are piston engines having a dis
placement of less than 1.000 cubic 
inches, or 

'4 i Are propellers designed for use 
on engines having a displacement of leso 
t h a n 1.000 cubic inches. 

<bi Within the l imitations prescribed 
in pa ragraph ' a i of th i s section, the 
delegation option procedure may be a p 
plied to : 

<1> Type certification. 
' 2 ' Chances in the type design of 

products for which the manufac ture r 
nolds o r obtains a type certificate. 

' 3 > The amendment of the production 
certificate held by the manufacturer , to 
Include a ld i t ional models or additional 
types for v hich he holds or obtains type 
certificates, 

141 The issuance of airworthiness cer
tificates for airplanes end eliders of any 
type for wh;ch the manufacturer holds 
a type certificate and holds or Is in the 
process of obtaining a production certifi
cate For this privilege to be continued, 
the production certificate shall be ob
tained within 6 months from the date of 
Issuance of the type certificate. 

<c< The delegation option procedures 
may be applied to one or more types as 
selected by the manufacturer , who shall 
notify the CAA of each model, and the 
first serial number of each model m a n u 
factured by him under the delegation op
tion procedures. Other types or models 
m a y remain under the s tandard proce
dures 

5 410 32 Type certificates, fa) When 
a manufac turer desires to obtain a type 
certificate for a new type under the 
delegation option procedures: 

' 1 ' The DMCR for such manufac ture r 
shall submit to the C a a an Application 
for Type Certificate ' Fo rm ACA-312i 

together with a s ta tement listing pa r 
ticular airworthiness requirements of 
(his title by pa r t and date , which the 
DMCR considers applicable, plus a t h r ee -
view drawinz. a description of the'aalient 
characterist ics of the design, an outline 

the method to be used to substant ia te 
•-ompliance. and a n e s t i na t ed t ime 
schedule involved. After reviewing the 
application, the CAA will notify the 
DMCR in a n acceptance letter t h a t the 
Administrator finds such requirements, 
or other specified requirements, appl i 
cable. 

i2> The CAA will verify compliance 
with s tandards , rules, and regulations for 
unconventional designs and or design 
features having a substantially signifi
cant effect on safety, and will determine 
tha t there are no apparent unairworthy 
features. An initial review will be made 
by the CAA of new type designs including 
discussions with the manufacturer con
cerning any unconventional design fea
tures, interpretat ions of the regulations, 
or means of determining compliance. 
Following this review the CAA will notify 
the manufacturer concerning the extent 
to which the CAA will verify compliance, 
and the extent to which the CAA will 
part icipate in test programs. Also, the 
CAA will counsel and advise m a n u 
facturers upon request or indicated need. 

•3> After determining tha t the a p 
plicable airworthiness requirements are 
met. the DMCR shall request the Ad
minis t ra tor to issue a type certificate. 
T h e request shall include a S ta tement of 
Compliance and the information p r e 
scribed in appendix C 1 to th is par t . The 
proposed specification and, if required 
by the applicable airworthiness require
ments, a copy of the Airplane Flight 
Manual as approved by the DMCR. shall 
be t ransmit ted with the request. If the 
results of his own part icipation In the 
process of determining compliance with 
the regulations have revealed no failure 
of compliance, the Administrator will 
Issue the type certificate and publish the 
specification. 

<b • Under these delegation option p ro 
cedures, the manufacturer may change 
the type design for which he holds a type 
certificate, when the DMCR f.nds t h a t 
the chann es comply with the applicable 
airworthiness requirements. If such 
changes would alter the Information in 
the specification or Airplane Flight 
Manual , the manufacturer shall p rompt 
ly submit proposed specification revisions 
or Airplane Flight Manual revisions to 
the CAA. 

' 11 The DMCR shall furnish a s t a te 
ment t o theCAA. briefly describing major 
changes to the type design and listing 
the par t icular airworthiness require
ments of this title which the DMCR con
siders applicable. Upon receiving such 
a s ta tement , the CAA will notify the 
DMCR t h a t the Administrator finds such 
requirements, or other specified require
m e n t s applicable. The CAA will verify 
compliance as considered necessary and 
will counsel and advise manufacturers 
upon request or Indicated need. 

' O As a pa r t or determining compli
ance with the applicable airworthiness 
requirements, the DMCR shall conduct a 
type inspection and complete a Type In 
spection Report (Form ACA-283). or a p 
plicable portions thereof, which he shall 
sign and include In the manufac turer ' s 
technical da t a file. 

<dt The manufac ture r or the DMCR 
may request the advice of the CAA con-

1 Sot died with tho Federal Register 
Division. 

c eming interpretat ion of the certifica
tion requirements in Pa r t s 1, 3. 4a, 5, 8, 
13. and 14 of this title. The DMCR shali 
request the advice o f the CAA on any 
interpretat ion which requires applica
tion o f t he equivalent safety provisions 
contained in the certification require
ments . CAA rulings will be confirmed 
in writing. 

<ei The manufacturer shall prepare 
and mainta in a technical da ta file for 
each product type under the delegation 
option procedure, in accordance with 
§ 410 38 la) (1) . Authorized employees 
of the CAA shall have access to the file 
a t any t ime. I n the event the manufac 
turer goes out of business or no longer 
operates under the delegation option 
procedure the file becomes the property 
of the CAA. 

§ 410.33 Production certificates, (a) 
When a manufacturer desires to list a 
new model or a new type certificate on 
his production certificate, the DMCF. for 
such manufac turer shall, after finding 
t h a t the manufacturer meets the produc
tion certificate requirements of P a r t 1 of 
th i s title with respect to the new model 
or type, submit a request therefor to the 
Administrator. (See §410.31 <b> (4).) 
This request shall he accompanied by: 

(1) A S ta tement of Compliance con
taining the information prescribed in 
appendix D 1 of this par t , and, 

(2) A properly executed application 
for an amendment to the manufacturer ' s 
production certificate (Form ACA-332). 
Upon receipt of these documents t h e 
Administrator will add the new model 
designation and /o r type certificate n u m 
ber to the production certificate and 
forward to the manufacturer an amend
ed production limitation record. 

<b> In determining t h a t the manufac 
turer meets the applicable production 
certificate requirements, the DMCR shall, 
for each new model or type added to the 
production certificate under the delega
tion option procedure, conduct an 
inspection of the manufacturer ' s organ
ization, facilities, methods, and proce
dures for manufactur ing and controlling 
the quality and conformity of the prod
uct. T h e CAA shall be notified In ad 
vance of such Inspections and will 
par t ic ipate as considered necessary. The 
DMCR shall complete and sign a Manu
facturing Inspection Report (Form ACA-
3141 for inclusion In the manufacturer ' s 
records. 

(c) At least once each year while the 
manufac ture r holds a delegation option 
procedure authorization, the DMCR shall 
conduct an Inspection of the manufac 
turer 's facilities, methods, and proce
dures The CAA will participate as 
considered necessary. 

(dt The manufacturer shall prepare 
and mainta in a production certification 
file and make reports covering changes 
in organization and procedures and spe
cial processes, a s required by the pro
duction certificate requirements of Par t 
1 of this title. He shall include such 
repor ts and inspection records for each 
model produced under the delegation op
tion procedure in his records as specified 
In 5 410 38 (a) I 2 > . 

1410 34 j4irioorthiness. eerft/leafes. 
' a i A DMCR shall issue an airworthiness 
certificate for a n airplane or glider m a n 
ufactured under t h e delegation opt ion 
procedure when he finds, on the basis 
of the Inspection and production flight 
check, t h a t the aircraf t conforms to a 
type design for which the manufac tu re r 
holds a type certificate and Is In a con
dition for safe operation. 



J (b) The DMCR m a y authorize o the r 
employees of the manufac tu re r to r ign 
such airworthiness certificates for h im, 
over his name and designee n u m b e r : 
Provided. T h a t : 

(1) Such employees perform or a re 
in direct charge of the inspections speci
fied in pa ragraph (a) of this section, and 

<2> Such employees have been listed 
on the manufac turer ' s application to use 
t h e delegation option procedures <see 
appendix A 1 to th is p a r t ) , or on a m e n d 
ments thereto. 

(c) A DMCR shall issue and a t t ach a n 
approval tag, Form ACA-186, to each new 
engine or propeller manufac tured u n 
der t h e delegation option procedure 
when he finds, on the basis of the inspec
tion and operat ional tests, t h a t the en
gine or propeller conforms to a type 
design for which the manufac tu re r holds 
a type certificate and is in condition for 
safe operation. 

After the new model has been included 
on the Production Limitation Record, 
the production certification number shall 
be s tamped on the engine or proneller 
Identification data plate in lieu ».» the 
issuance of the approval tag. Form ACA-
186. 

5 410.35 Certification of airworthiness 
for export. A certificate of a i rwor th i 
ness for export may be issued on t h e 
same basis as an airworthiness certifi
cate, as specified in § 410.34. 

§ 410.36 Service difficulties and non
compliance. Service difficulties and 
questions of compliance on articles p ro
duced under the delegation option pro
cedure will be handled as follows: 

'aI Routine reports. The CAA will 
collect information on service difficulties 
in accordance with s t andard procedures. 
Where service difficulties are deemed of 
sufficient importance, the CAA will for
ward copies of the reports to the m a n u 
facturer for his information and any 
action he deems appropriate . The CAA 
will not request replies or action on such 
reports, except as indicated in pa rag raph 
(b) of this section. 

<b> Serious defects. If accidents or 
service difficulty reports indicate unsafe 
features or characterist ics caused by 
defect in design or manufacture , the CAA 
Will t ransmit such reports to the m a n u 
facturer with a request t h a t it be in
formed of the results of his investigation 
and of the action, if any, taken or p ro 
posed by htm (e. g., service bulletins, 
design changes, etc.) . If the na ture of 
the defect is of such importance t h a t 
mandatory corrective act ion by t h e user 
of the product is necessary for safety, 
the CAA will require the manufac turer 
to submit the information necessary for 
the issuance of an airworthiness d i rec
tive In accordance with the s t anda rd 
procedures. 

(c) Investigation of product or manu
facturing facilities. The manufac tu re r 
shall, a t a n y t ime upon request, pe rmi t 
the CAA to inspect and test his product , 
and investigate his technical d a t a files 
and manufac tur ing facilities when r e 
ports Indicate t ha t a serious defect 
exists, and when the CAA finds t h a t : 

(1) The manufac turer ' s Investigation 
and action are deemed Inadequate to 
correct the unsafe condition, or 

(2) T h e i . ts substant ia l evidence t h a t 
products of the type may not, in fact , 
comply with the applicable a i rwor th i 
ness requiremepts. 

'Not filed with the Federal Register Divi
sion. 

Pr ior to conducting such an Investiga
tion, the CAA will communica te with 
the manufacturer , citing the evidence in 
the case, and, t ime permit t ing, will r e 
quest the manufac tu re r to submit com
ment s and any addit ional per t inen t 
information, 

(d) Maintenance of files. The m a n u 
facturer shall ma in ta in a file of infor
mat ion on service difficulties received 
from all sources, which will be available 
to the CAA a t all times. 

(e) noncompliance. When Investiga
tion is made by the CAA, and t h e find
ings indicate t h a t a serious safety hazard 
exists because of the manufac ture r ' s 
failure to comply with Pa r t s 1, 3, 4a, 5, 
8, 13, or 14 of this title, the CAA will 
t ake such action as is deemed necessary 
to require correction of the defect in 
existing models and to assure compliance 
in articles subsequently produced. 

<f) Revocation of delegation option 
authorisation. It t he number or Im
por tance of established eases of noncom
pliance warrants , Or if the manufac ture r 
is found not to comply with the requi re 
men t s of th i s pa r t , the CAA may request 
the manufac turer to show cause why his 
privileges under t h e delegation option 
procedures should not be wi thdrawn. 
These privileges may be wi thdrawn unti l 
the manufac ture r re-establishes his 
eligibility to the satisfaction of t h e 
Administrator . 

(gt Suspension and revocation of cer
tificates. Any action against type or 
production certificates held by the m a n 
ufacturer will be processed In accordance 
with the s t andard procedures. (See 
8 408.26 of this chapter .) 

410.37 Maintenance, repair, and 
alteration of products. Aircraft, en 
gines, and propellers manufac tured 
under the delegation option procedures 
shall be maintained, repaired, and a l 
tered In accordance with P a r t 18 of this 
ti t le and the following provisions: 

fa) Approval of major repairs and 
alterations performed by the manu
facturer. For types Included under 
t h e manufac turer ' s delegation option 
author izat ion: 

<1> The DMCR may, after finding 
tha t the major repair or al terat ion com
plies with the applicable requirements, 
approve such r epa i r or alteration unde r 
the provisions of S 18.11 of this title. 

(2) A completed Repair and Altera
t ion Form (Form ACA-337) shall be fur
nished to the owner and a copy for
warded to the CAA in accordance with 
established procedures. Technical da t a 
covering the design change shall be i n 
cluded in the manufacturer 's^ records. 
The Form ACA-337 shall contain a de 
scription of the repair or al terat ion and a 
s t a t emen t t h a t i t was accomplished 
under the delegation option procedures. 

(3) T h e DMCR may authorize other 
employees of the manufac turer to exe
cute and sign Forms ACA-337 and m a k e 
required logbook entr ies over his n a m e 
and designee number : Provided, T h a t : 

(I) Such employees perform or are In 
direct charge of Inspecting t h e repai r or 
a l tera t ion, and 

(ii> They have been listed on the m a n 
ufacturer ' s application for the delegation 
option (see appendix A 1 to this p a r t ) , 
or on amendments there to . 

(b) Approval of major repairs and al
terations performed by agencies other 
than the manufacturer. Anyone per 
forming a major repai r or a l te ra t ion to 
a product certificated under the dele
gat ion option procedure mus t e i ther : 

<1) Obta in t h e necessary technical 

da t a or advice from the manufac turer , o r 
(2) Conduct the technical investiga

t ions and tests necessary to demons t ra te 
compliance with t h e applicable a i r 
worthiness requirements . 

8 410.38 Da ta and records, (a) A 
manufac tu re r shall ma in ta in a t his fac
tory, for all models certificated under t h e 
delegation option procedures, cur ren t 
records conta ining the following: 

(1) A technical da ta file tor each type. 
This da ta shall include the type design 
drawings, specifications, and reports on 
tests prescribed by Pa r t s I, 3, 4a, 5, 8, 13, 
or 14 of this title, the original type In
spection repor t (Form ACA-283), and 
amendmen t s there to . This file shall bB 
re ta ined for the dura t ion of the m a n u 
facturer 's operation under the delegation 
option procedure. 

(2) A complete inspection record for 
each model produced according to serial 
number and da ta covering the processes 
and tests to which mater ials and pa r t s 
are subjected. These records shall be 
re ta ined for 2 years. 

(3) The repor t required to be submi t 
ted with the original application for t h e 
product ion certificate and amendments 
there to . This report shall be retained 
for the durat ion of the manufac ture r ' s 
operation under the delegation option 
procedure. 

(4) T h e factory inspection repor ts 
specified in §410.33 (b) and (c ) . These 
factory Inspection reports shall be r e 
ta ined for 2 years. 

(5) A record of all major repairs and 
al terat ions performed under the delega
t ion option procedure. This record 
shall be retained for the dura t ion of the 
manufac ture r ' s operation under the dele
gat ion option procedure. 

(6) A record of all reported service 
difficulties. These records shall be r e 
ta ined for 2 years. 

(b) T h e records and da t a specified in 
p a r a g r a p h (a) of this section shall be: 

(1) Made available, upon request, for 
examinat ion at any t ime by authorized 
employees of t h e Administrator , 

<2> Identified and transferred to t h e 
CAA In the event the manufac tu re r goes 
out ot business or no i.jir;er operates 
under the delegation option Procedure. 

1 J 



APPENDIX A 

INFORMATION REQUIRED IN APPLICATION FOR DELEGATION OPTION AUTHORIZATION 

hereby makes application for authorization 

to use the delegation option procedure for type, production, and airworthiness 
certification under the provisions of Part 410 of the Regulations of the 
Administrator of Civil Aeronautics, end requests that the following indi
vidual, who holds a responsible position with this company in respect to 
the design and manufacture of 
to be produced under the delegation option procedure, be appointed as a 
CAA Designated Manufacturer's Certification Representative: 

(name) (title) 

If authorization to use the delegation option procedure is granted, the 
following individuals will be authorized to sign airworthiness certificates, 
repair and alteration forms, and inspection forms for the Designated 
Manufacturer's Certification Representative: 

( n a m e l (title) 

This company holds the following currently effective type and production 
certificates obtained under the standard certification procedures: 

Type Production 
Model Certificate Certificate 

No. No. 

Signed 

Date T i t l e 



APPENDIX B 

SAMPLE AUTHORIZATION TO USE THE DELEGATION OPTION PROCEDURE 

(date) 
(Address to manufacturer) 

3h consideration of an application made on ______________________ 
(date) 

• i has been found e l ig ib le and 
(name of manufacturer) 

i s hereby authorized to use the delegation option procedure for 
the type, production, and airworthiness cert if ication of 

. In accordance with the provisions 
of Part 410 of the Regulations of the Administrator of Civil 
Aeronautics. 

______________________________________ i s hereby appointed a 
Designated Manufacturer's Certification Representative and i s 
issued a Certificate of Authority, Number . 



APPENDIX C 

INFORMATION REQUIRED IN STATEMENT OF COMPLIANCE 
AND 

The undersigned hereby certifies that 
(model designation) 

., designed 

and manufactured by , complies 
with the applicable airworthiness requirements listed below and all manda
tory CAA rules published thereunder, and requests the issuance of a type 
certificate for this model under the delegation option authorization issued 
to the manufacturer on , 

The required technical data and type inspection report dated 

have been completed and included in-the technical data file for this model. 

The following documents are transmitted herewith: 

Proposed Specification 

Airplane Flight Manual (if applicable) 

(date) 

APPLICABLE REQUIREMENTS: CAR 
CAR amendments 

, in effect on 
, effective 

Signed 

DMCR No. 

Date 

6 

REQUEST FOR ISSUANCE OF A TYPE CERTIFICATE 



APPENDIX D 

INFORMATION REQUIRED IN STATEMENT OF COMPLIANCE 
AND 

BEQUEST FOB ISSUANCE OF AN AMENDED PRODUCTION CERTIFICATE 

The undersigned hereby cer t i f i e s that • 
(name of manufacturer) 

B e e t s the applicable production cert i f icate requirements with respect to 
r manufactured under Type Certificate No. 

(model designation) 
and requests the addition of th i s model and Type Certificate No. 
to production certif ication No, 

(Production cert i f icate held by the mfr.) 
under the delegation option authorization issued to the manufacturer 
on . 

(3S5e7 
The required data on procedures, methods, and processes, and the factory 
inspection report, dated . for th i s model have been 
completed and included in the manufacturer•s records. 

An Application for production Certificate i s transmitted herewith. 

Signed _ 

DMCR No. 

Date 


